Without lubrication Tightening torque
M5 8.8 6 Nm
M6 8.8 8 Nm
M8 8.8 19 Nm
M8 10.9 35 Nm
M 10 8.8 37 Nm
M 12 8.8 65 Nm
M 16 8.8 162 Nm
TECHNICAL DATA.:
Type of discharge unit : GEJO 18 B
Height adjustment : 600 mm
Weight 1 350 Kg
Maximum working pressure : 200 Bar
Maximum load 1 4000 kg
Maximum oil flow : 20 l/min
Electrical connection 1 24 volt DC

© 2010 Bakker Hydraulic Products B.V.

Nijverheidsweg 6

6662 NG Elst (Gld) The Netherlands

Tel : +

31 481 374757 Fax : + 31 481 375280

Site : www.bakker-hydraulic.com E-mail : info@bakker-hydraulic.com



http://www.bakker-hydraulic.com/
mailto:info@bakker-hydraulic.com

BiS

1

$id

© 2010 Bakker Hydraulic Products B.V.
Nijverheidsweg 6
6662 NG  Elst (Gld) The Netherlands

Tel : + 31 481 374757
Site : www.bakker-hydraulic.com

Fax : + 31 481 375280
E-mail : info@bakker-hydraulic.com

=

1368/1768



http://www.bakker-hydraulic.com/
mailto:info@bakker-hydraulic.com

Electrical diagram GEJO 18B
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Control overview GEJO 18B
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Pos Part number Description

Quantity

© 0 ~N O U

200.435.01  Guide rod

200.444.00  Protecting hood front side
200.445.00  Protecting hood rear side
200.712.00  SS Bracket

200.713.00  Mounting plate receiver
12 400.170.00 Bearing block

12-1 200.437.00  Sleeve bearing

3
1
1
1
1
3
6
14 Hook assembly (see page 14) 3
20 800.051.00 Bracket accumulator 1
22 7176 Plug socket 1
23 9518 Connection set incl. switch 1
24 7182 Battery 2
26 7209 Junction box 1
27 75717 Receiver 1
28 200.753.00 Adjusting bolt 3
29 7509 Washer 3
30 7360 Nut 3
31 75577 Clevis pin 3
32 9427 Washer 3
33 75578 Safety linchpin 3
34 75176 Allen screw 4
35 9418 Allen screw 12
39 9423 Allen screw 4
42 31001040 Allen screw 6
43 75622 Allen screw 6
48 75619 Round head bolt 24
51 75221-8 Ring lock washer 22
52 75620-10 Control block Cetop 3-4 way 1
53 31000001 Pilot operated check valve 3
54 7741 Accumulator 1
55 7159 Cylinder 3
57 7144 Sealing ring 13
58 31001020 Banjo bolt 3/8” 3
59 75549 Banjo bolt 3/8” throttle 3
61 75695 Cylinder 3
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19 37 Nm Lock bolts with

Loctite 2701 or
19 Nm 16 I(D Permabond A1046
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Pos Part number Description Quantity
1 7729 Cover 1
2 200.429.00 Side plate right 1
3 200.431.00 Side plate left 4
4 200.432.00 Distance bush 1
5 7728.01 Spring house 1
6 7725.01 Spring stop 1
7 200.448.00 Top plate 1
8 7206 Hinge pin 1
9 200.739.00 Bolt 2
10 7204 Guiding 2
11 7205.01 Plunger rod assembly 1
12 7157 Hook 1
13 7207 Pin 1
14 7165 Compression spring 1
15 75221-8 Ring lock washer 1
16 9318 Allen screw 4
17 31001039 Nut 1
18 7674 Bolt 4
19 7362 Countersunk head screw 8
20 9506 Roll pin 2
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75695 Cylinder

POS NO. DESCRIPTION

75695 |[CYLINDER

45 7194 |CYLINDER TUBE
46 75888 [SEALS

47 76069 |[PISTON

48 | 7190-40 [HEAD BUSH

49 76068 [PISTON ROD
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